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Components name of the table tennis robot and ball collecting net
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Ball collecting net

=l &R
Control box's support

F g

F &=

Hl 5 o SESE R
Machine body Moveable clamp

IRIG IR

Safety ring

=& .

Control box | 1&@ 78 *E {3 K
A F R U-shaped support

Adjustable grip

AUTHETUERENT BE R Yk BAs (BR¥E37) ) The presented model in this instruction manual is A8 (except Page #3)
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Installation and position of robot

t
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castor lock

i

R IR
AT FR
Adjustable grip

<nob

=T, RIER A
Pin Safety ring 4 &
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1. BUETER, MZREEHRAX EN S RS EEHA EEATLA, #E
e (E1) . NS, BREINEAZE AR EMZRMAE, SIREREIMNATFER (B2 .
BB N 3B Ei X BEH T IF -

Lay down the machine body, aim and insert the pin of tripod into the hole, and
then lock it up with the knob (Picture 1). Stand up the machine body, rotate the

safety ring to the position where to fix the tripod, tighten the adjustable grip (Picture
2). Please open the castor lock while moving the machine.

A9

BEIFHR
Movable clamp
EfI ¥
U-shaped
support

1 BEMRAKFAEEL, & FRELITH. BAKGRED PAEREE.

Pull out the U-shaped support horizontally, open up the moveable clamp,
insert and fix the robot to the baseline of the table (set up in the middle area).
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Installation and position of robot

2. 1FEIKM BT I .
Open the lock buckles of the
pall collecting net.

3. HBEIKM @A FF.
Spread out the ball

collecting net with both
sides.

4. OSEFKREBADSEE, 5. BBk T M-
HEF O EL. Completed installation

Pull out the round bar @), | | of ball collecting net.
And then insert it into the hole

of round bar ) . /[\
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Installation and position of robot

6. 1% EE K M il )
HRinEFEMEE L.

Put both end

sleeves of the ball

collecting net on the
net supports.

9. &MRETERTHE.
The presenting picture of a completed installation.

7. MR FNFKEKE
ATk P B AR AT
Clamp the net support

onto both sides of table
(close to the net).

8. & ArINEMBE AL .
And the rubber rings

are to be buckled to the

outsides of the net su-

pport.

10, IR, BETKNWIZ
FERBEFWKE, Baimngg,
MMEEEMNE, BiikIkils
SIFRETRM, 1B/ OB

After finishing the practice,
fold back the ball collecting net,
buckle it up, and move it to any
suitable place, be careful when
connecting and disconnecting
the ball collecting net.
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What power supply to use Ways to serve the ball
BEAKN
B ifF # k& g‘reot way
Power plug . !
eq
Rk EHBIRIREMIERREETCE S
AER. EFREAKNNIBEBRBEFXKREF Indirect way
(ON)BY (L&, EFHTEF XA EIR (OFF)HIEE _
RIE KT e
The applicable power supply for this robot is
indicated on the label. Turn on the switch when
using robot. Turn off the switch and unplug the
power cord after use.

EEHNBOEBEAS>HELRXMBENX, BEX
REHMBGEFEMREHIL D EZXTER, AEMIB
i 9N B T e AT .

The ways of serving the balls consists in the direct way
and indirect way. The speed and spin of the former will
be stronger than those of the latter. They may be adjusted
with the loop adjustment knaob.
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Speed modulation

AIEZ RS TEREINAT . SABIFERIFERN, =5
SEEEMAL, METRMEMSE JEEEFEBRIE. 9FE
FIAEAR “ O @RS G , % “ @7 fiE Ond
ETIFIAEEESA, BRARETLIE. £ TRAERTE,
AR T(E. AHIARESHKIOREM. HERE SHE
1R, RERESEEIKBINEFEBESEAMELL. ML, TR
ITRY, P& HEVTK AR B IEs:. ERIERREFSIFBIZIZI

BE, T — RFFHLEHN AR B IENATAIZ EE .
Ball speed can be adjusted in the “Working” or
“Stand by” condition of the robot. The stage-level light on
the control box will flash when the power of the robot is on. If
the stage doesn't need to be changed, press the start key
directly to play. Otherwise, adjust the stage level by pressing
the “Increase” or “Decrease” key. There are totally 10
stages from lowest to highest level. The top wheel and
bottom wheel can work at the same time or work
independently . The higher the stage being selected, the
faster the ball speed will become. Basically the speed of the
ball is proportional to the strength of the spin. If the stages of
two wheels are close enough, the ball that has been
produced is nearly no spinning. The control box also has a
memory function that memorize the current setting which is
capable to play with the same setting as next time you start.

‘ pipratst
AR S Increase key

Decrease key

L%
Top-wheel speed

T3 ERE
Baottom-wheel speed

Frequency

F 5/ 1=
Start/Pause

B 35

Frequency modulation

5&kEiRATIAEERE, LB “® 7 #fF O i

T, HRZESHES10%. EREREBKIIERIE (H258k/ 5
) . SHEEERIR (L958k/ D) .

With the same modulation method as speed's, the frequency

can also be adjusted by pressing the *“ Increase” or

“Decrease” key with totally10 stage level. The lowest stage of

frequency is about 25 balls per minute and the highest stage is
about 95 balls per minute.
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Selecting the landing spot

AEAKNEFRTSTERE AXNBEES. MEEAER S AT
EXREESFIMENEIERE AEHE LA RE B BA
RTHEZFAKELNUIMNUE EHELNEBHHUKRIKE &
BERT, R EKESRER KR ~11REBHETITRERN Hi2E
RK—UEN KMNBEMNETIRSR IRFRE KBV F BT
fFilan. EEFFE Sk EXRISAE R BHIE ik FRIZ— X905

HERE 2R 5
Landing spot
selection key

1~1141 & §2
1to 11 position
selection key

BEEFERAIK IS HINK 1S H Ak BiFiir LR S E %
SIS ER EERI SR AA KB ER —RE AN E
CEERN EEEWMALERSZ VR ERAEBIMILELH S VX
Tk R EBAREN BB TRFAHE DR XFMIZE nFL 0
RBULSBEHRE.

The landing spot should be selected in the “stand by” condition of robot. The robot can perform three main kinds of
serving style. fixed course, standard alternative course and random course. There are 11 digit keys located at the bottom
portion of control box. Those keys indicate the 11 positions of the table which the blue part indicates the whole table area on
the play side. To select the landing spot of the ball, first press the “Select the landing spot” key, all indicator lights of 1-11
position will be turned off at this point. Now we can press either one of the position, then the light of the corresponding position
being turned on. Start the robot to play after finishing the selection. For example, to play fixed course with the landing spot at
the #9 position, we can press the digit “9” key to start. If we want to play alternative course and the ball will be landing at the
# 11 position three times, and at the #3 position twice, we can follow the above procedures, then press the digit “11” key
three times and digit “3” key twice. The numbers of ball which land on the same spot depend on how many times you press
on the same position key. You can create as many as combination of the serving style. The control box also has a memory
function that memorize the current setting which is capable to play with the same setting as next time you start.

1~11L B T AT
Indicator light of
1to 11 positions.
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Selecting number of balls

EEFHN IR TEE, REHBOREEE.
HEOREAE1 —~9995E Bl N EZEE, BEFEERET
B <A R BT R, RREANEORTL
Bk, BTREARFEIB—ITE, ZEZI0R Z Tk
EEIE BFETET. EMTETRU AR
. EEEBREMNL—XEE, KRBEHKRREEE,
REREFIREIE. FAETELK(BMELRE S
Bk M BRI FRBETE.

To select the amount of ball to play during the robot
in “stand by” condition. After the selection, press the
“Enter” to input the number. The number of balls can
be selected at the range from 1 to 999. There are
totally 10 numbers which from 0-9 in each ones, tens
and hundreds place. The number will increase by one
digit every time pressing the selection key. Once the
amount has been entered, the digital display shows
that the number decrease one by one automatically.
The robot will stop right away when the numbers reach
to 0. To set the “Infinite” balls, start the robot directly
without inputting any number.

HFRETE
Digital display

B, ERER
Amount selection key

Bk O 250 1R

indicator light 4
Amount enter key -

KIEEK R FE R
Long and short ball key

KA KL £ (BE A4 T0)

Selecting long and short balls (at random)

 RIBIRAE RN TS RS IR . SRk
BRIEEREN, TR RRTEKIIZBEILEENEFEZK
GHk: B KA RN, TR, FnE IR
M STk
The long and short ball mode can be selected in the
“Working” or “Stand by” condition of the robot. After the
long and short ball key has been pressed, the indicator light
indicates that the ball become long and short randomly.
Otherwise, if the key being pressed again, the indicator light
V\{i”l turn off. and the ball back to original standard serving
style.
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How to select spin

MEFFHIET £, TREEMEL T LA ERIEE, AIEoFEsEsk: SFERE. T
BE. ARE(BET L. TBERER). ZMEAE. FME. ZM EE. £ TE. 5L
BE. BT RE(ELD -

Spin can be selected by adjusting both the speed of top-wheel and bottom-wheel and by
rotating the motor head of robot, There are totally 9 different spins you can choose from: top
spin, under spin, no spin (produced by varying the speed of top and bottomn wheel), left side
spin, right side spin, left-side top spin, lefi-side under spin, right-side fop spin and right-side
under spin (Picturet).

ol 8 TS

Loop modulation

BELRANENSEN, SxREFRANESRRE, 5FEELERT N
HIEENE. ANECHENMER, 550 5% iE 8 R (nE2).

When meodulating the loop of the serve, loosen the loop logk kneb with your left hand,
while adjusting the loop modulation wheel with yvour right hand. VWhen achieving your desired
loop, lock the knob (Picture2).

ATk BHAE
Capacity of the Ball Container
A 32 40mmER 2 00T, P EEFHHERIMEINEEREA, SUSRENATE, 2k
ERHLAIE B T1E (nE3) .
The ball container can be loaded with about 100 balls in 40mm size. Except the TT

balls, do not put any other objects into the ball container, otherwise, the internal parts
could be damaged, which affecting the normal cperation of robot (Picture3).

10
|
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How to maintain the table tennis robot  pgeup. srpuasss T EnTNEBRRSHEER, 240
HEIEIED D, IR AEEE RS RIEY, e —EERERIEERE
B E, USRER, (kR L@, BB R iR aney
BT,

WARE G STRH BN S T E & ch e LTS E, 45508
Sl TERRLSN, (EAZMIRERGEERSER, B2 £ S BRALA
Knob 2! E1 MR, BT HEBREERITAT, MBEIERY, 0. 225,
| Picture 1 TN, R TIBRRIPN, BRYEEEIAES T/ (nE1-3) .
ERERSEGERAKNEE, TRESTAELNARBEERE, LB
I8 FHRAIRSHRE & % (aE4) .

Electric component: Electric component in this product consists
mainly of the base machine's circuit boards and the control box, which is
the command center of the table tennis robot. Therefore, it should avoid
any strong oscillation as much as possible. The control box must be
inserted to the support at the side of the table to avoid any dropping and
breaking. Never spread any liquid to its surface, in order to prevent
electric leakage and/or damage to its internal electronic units.

Mechanical component: Mechanical component in this product is
concentrated mainly on the mechanism for ball delivery. Please do not put
any other objects into the ball container except for the standard table
tennis ball. Otherwise, the delivery wheel would be blocked by those
objects, and result in no ball delivery and even make damage to the robot.
To take out the foreign objects, first of all loosen the Knob 1 and Knob2,
open the movable door, and remove the transparent guard plate. After
you take out the trash, the robot will be back to normal operation. (Picture
1-3). Please check for loose screw or broken poke bar after you have
used a robot for a long time. This should prevent any blockage issue
inside the robot (Picture 4).

Picture 2 |

Picture 4
11
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How to maintain the table tennis robot

EEEATER, . T® (BEE) gEHA5000/atL L, A
B a3 KN EEFIREA). Fikkt, HEARFRIPE, FABLHNT
EEiEAp pRRLL, BTSSR, ERTETAA T

RIKNEZRFFFR, £ T4 (FEER) ERANERK=SA
5th, BHIZHHE, UMRIEHKBRE, 5INZIALAREH
EERAIED, BRNEEEY FEMERBENIRME, BHILLRF
NEEH. EREREMHERILES LM ENELENET.
GIHERE, BRINFKRFBRES..

Under normal conditions, the top and bottom wheel (friction
wheel) can work for 5000 hours or longer. However, the friction wheel
should be replaced after over time use. When replacing, first of all,
loosen the protective cover and take out the screw at the friction
wheel with a screwdriver, which is to be tightened clockwise and to be
loosened counter-clockwise.

The table tennis robot should be kept clean. There would be
some dirt on the surface of top and bottom wheel (friction wheel).
Butsuch dirt can be wiped off with a wet rag, so as to ensure a quality
shoot of the ball. Suitable strength should be used when turning the
regulation knobs at the other places during an operation. Never do it
with a rough or shock force, so as to prevent damage to the internal
parts. During an operation and/or transportation, protect the table
tennis robot against any strong impact or oscillation. Unplug and cut
off the power supply when you have finished your exercise.

12
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MIERYHEBR /53%  Trouble Shooting

M & Failure HEEJRE  Cause HEBR A7 7% Solution
o BEEMHKANMBIHE, ATFHERA o T ik
The selected number of balls has run out P the “start” ke
and robot is in “stand by” condition. AI%SS e 3 y
o B LR Sk 5 IR T AR R -grfﬁﬁ%t_ -
The plug and socket are not properly contacted 8GR e SIECHIGC SHOREE
_ .;ﬁﬂ%%gmﬁgeﬂg PR R THAXEETEANTR
EHAIE Press the switch until the number display

Machine doesn't work

The key on the control box is not pressed
oz HIEE BT HMAR

The control box doesn't work due to fierce shake

o BiRIZHIE

Replace the control box

o 1B B HRAA TN BE BB eikiaRE
Self-protecting timeout function has been turned on press “Start” button
. . o HATkER NILFAL T o PRI
ENTRER LB The poke bar in ball container is lax Fasten the poke bar N
Machine works, but * F R EinTkEIE ® J5RRZ4 (D28 | 1 5T P BYHRER 4

does not release the
table tennis balls

The ball duct is jammed by foreign objects
o ATk AN E ELEE LD

The amount of balls in the container are not enough

Clear away the foreign objects(see page 11)
® [X¥FES50~-100/ 1tk
The amount should be kept at 50-100 balls.

Speed and frequency
cannot be adjusted

* EHEATHERAR
The parts in control box do not work temporarily
o EIEABYIRIRENRAR
The cable connecting to motor is loosen
o ITHl SRR L R
The pressing key on the contral box do not wark property.

o HiFFRIRSH fE B3
Start up again after shut-off for 5 seconds
o IR[RIFEE
Connect it with the original method
o FiRiTHl S FREANEIEF X
Replace the thin-film switch on the surface of control box

ERARE
Landing spot
IS unstable

e b, TR (E#R)> BAKHEEMBRSRHEIER
There would be dirt and wear on the top-wheel and
hottom-wheel after a long time of operation

® EF T KA BKINAE
Long and short ball mode has been selected.

o HiEaER
Clean or replace the friction wheel
® BUH KIS Bk Th 8¢

Cancel the long and short ball mode.

AR B BANKRZELERIAF M~ RER T .

The company has the right to amend the description of products in this manual without any notice in advance.
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Safe utilization and the regulations

1 {ERENEEE RS ERFM, FiREHFME TIEELRTRIL.

2. JLBEFAERAIESETEA.

3. EIMEART, Znikk % 7EXIDFIR BIRE FHIT.

4 FBERNAIRN S 2R ETKM, 1F/V0EH.

5. ZERHL TAERT, B FBINE. ik EIEFGETkSR ML &.

6. XKML TIERT, 1E/ 5 HIkDIEE B EmIER, Bk EErkgt Hia R Ak,

7. KFKHLIAERT, WEESHNERSEEFMR, EHLBMEN BT RIETES, BEREEHEEERARKE.
8. AEKHZE(E 32 h R LRI Al R EIRE, 1BE/IVORIIBLL R 215 .

0 {EFRLER, 1HRNFFIHFBIFERFk.

1. Please read the instruction manual carefully before using the robot, and follow the instruction to operate the

robot.

. Instructive advice should be given when machine used by children.

. Avoid the windy and rainy day for the outdoor use.

. Be careful when connecting and disconnecting the ball collecting net.

. When the robot is operating, please don't open the movable door and touch the top and bottom wheel, poke bar

either.

.When the robot is operating, please keep away from the shooting head of the robot to avoid the ball harm the

body:.

7. When the robot is operating, if you found something abnormal, such as some smoke come from the machine,
please stop the robot and unplug it immediately. Repair or service must be performed by a qualified repair
person.

8.Some places of robot will heat up during the operation. Please pay attention to avoid burning yourself.

9.Turn the power switch off and unplug the robot after use.

aObh WN
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